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FOR DESIGN OF TEMPORARY SHORING , USE THE

FOLLOWING SOIL PARAMETERS:

UNIT WEIGHT OF SOIL ABOVE WATER TABLE, X
UNIT WEIGHT OF SOIL BELOW WATER TABLE, X'

FRICTION ANGLE, ¢ = 80°

COHESION, ¢ = 0 psf
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120 pcf
7.6 pcf
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% PROPOSED HARPER ROAD CONSTRUCTION
¢ & I-40 WIDENING.
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-L- STA 23+15 +/-
END TEMP. GUARDRAIL

-L- STA 22+65 +/-

_L- STA 17+30 +/- 45'

L- STA 19+48 +/-
BEGIN TEMP. GUARDRAIL

-L- STA 18+76 +/-

-L- STA 18+05 +/-

END TEMP. GUARDRAIL

-RPC- STA 16+91 +/-

END TEMP. GRADE
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MATHCLINE -L-

END SHORING

’ -L- STA 22+63 +/-

-L- STA 22+10 +/-

BEGIN SHORING &
TEMP. GUARDRAIL
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| -L- STA 19+25 +/-
END SHORING

STA 16+50 +/- SEE TCP-5
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BEGIN SHORING // /
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NOTES:

- PAVEMENT MARKINGS, SYMBOLS, AND CHARACTERS ARE TO

BE MARKED ACCORDING TO ROADWAY STANDARD DRAWINGS
UNLESS OTHERWISE NOTED IN THE PLANS.

ROADWAY STANDARD DRAWINGS.

- PAVEMENT MARKERS ARE TO BE SPACED ACCORDING TO THE

- SEE PM-1 FOR PAVEMENT MARKING SYMBOL DESCRIPTION.

SHORING :
TEMP. GUARDRAIL:

-L- FROM STA 18+65
-L- FROM STA 18+05 +/- TO STA 19+48 +/- AND STA 22+10 +/- TO STA 23+15 +/-
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VARIABLE

SHORING

5' MIN 4'
MIN

TEMPORARY
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SR 1101
EXISTING
SB LANE

SR 1101
EXISTING
NB LANE

+/- TO STA 19+25 +/- AND STA 22+10 +/- TO STA 22+65 +/-

VARIABLE

0 TO 12

STRENGTHEN
EXISTING
SHOULDER

&
WIDENING

EXISTING
OUTSIDE
LANE 12

EXISTING
INSIDE
LANE 12

TYPICAL 3

I-40 WB
EXISTING
INSIDE

SHOULDER 12

— ¢ OF -Y4-

I-40 EB

EXISTING

INSIDE
SHOULDER 12'

VARIABLE

I-40 EB
EXISTING
INSIDE

LANE 12

———————————

1-40 EB
EXISTING
OUTSIDE
LANE 12

I-40 (-Y4-) WB FROM STA 12+20 +/- TO STA 43+00 +/-
I-40 (-Y4-) EB FROM STA 11+60 +/- TO STA 40+40 +/-

STRENGTHEN

0 TO 11’

EXISTING
SHOULDER
&
WIDENING

APPROVED:

| Wichkddrimd pare:2] |04

““||llll',"

<N

o
N
&

‘Q}éﬁ....
RS

...‘00-00100"..' V’ \J
/7l M N\&:\“‘

TP\

Je0etay,

PHASE 1:

STEP 2

SCALE: NONE

DATE: 03/04

DWG. BY: WAJ

pesich BY:  WAJ

reviewep BY: GBH

REVISIONS

CADD

FILE 12102 TCPO6.DGN




